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EYEWEAR
WINDOWS
BARRIERS
SIGNS & LABELS
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Windows & Sheets

Our laser safety windows are intended to provide safe
viewing of lasers. They are excellent for use in enclosures,
walls, glove boxes and windows. Custom shapes, filters
and sizes available. Please contact us for assistance.

OD Specifications
OD 6+ @ 10,600 nm

400

Window Sizes

View Through Filter
Material: Acrylic

E =m

Standard Sizes 125 140” .25”
12X1 2 100-400-005 | 100-400-001 100-400-009
12X24 100-400-006 | 100-400-002 100-400-010
- 24X24 100-400-007 | 100-400-003 100-400-011
24X36 100-400-008 | 100-400-004 100-400-012

OD Specifications
OD 5+ @ 190-375 nm
OD 5+ @ 10,600 nm

405

Window Sizes

View Through Filter
Material: Acrylic
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Standard Sizes 125 1407
12x12 100-405-005 | 100-405-001
12x24 100-405-006 | 100-405-002
24x24 100-405-007 | 100-405-003
24x36 100-405-008 | 100-405-004

OD Specifications
OD 5+ @ 190-375 nm
OD 4+ @ 375-532 nm
OD 5+ @ 10,600 nm

410

Window Sizes

View Through Filter
Material: Acrylic

Standard Sizes 125 140” .25”

12X1 2 100-410-005 | 100-410-001 100-410-009
12X24 100-410-006 | 100-410-002 100-410-010
24X24 100-410-007 | 100-410-003 100-410-011
24X36 100-410-008 | 100-410-004 100-410-012

OD Specifications
OD 5+ @ 190-375 nm
OD 6+ @ 694 nm

OD 5+ @ 10,600 nm

415

Window Sizes

Standard Sizes 1407
12X1 2 100-415-001
12X24 100-415-002
24X24 100-415-003
24X36 100-415-004

View Through Filter
Material: Acrylic

OD Specifications
OD 5+ @ 190-375 nm
OD 4+ @ 900-1070 nm
OD 5+ @ 1064 nm

OD 5+ @ 10,600 nm

420

Window Sizes

View Through Filter
Material: Acrylic

Standard Sizes 125 1407 .25”

12X1 2 100-420-005 | 100-420-001 100-420-009
12X24 100-420-006 | 100-420-002 100-420-010
24X24 100-420-007 | 100-420-003 100-420-011
24X36 100-420-008 | 100-420-004 100-420-012

OD Specifications
OD 5+ @ 190-375 nm
OD 4+ @ 375-532 nm
OD 4+ @ 900-1070 nm
OD 5+ @ 1064 nm

OD 5+ @ 10,600 nm

425

Window Sizes

View Through Filter
Material: Acrylic

Standard Sizes 1257 1407
12x12 100-425-005 | 100-425-001
12x24 100-425-006 | 100-425-002
24x24 100-425-007 | 100-425-003
24x36 100-425-008 | 100-425-004

OD Specifications
OD 7+ @ 750-840 nm
OD 5+ @ 10,600 nm

430

Window Sizes

View Through Filter
Material: Acrylic

Standard Sizes 1507

- 12x12 100-430-001
12x24 100-430-002
24x24 100-430-003

OD Specifications
OD 5+ @ 190-375 nm
OD 4+ @ 820-1080 nm
OD 6+ @ 1064 nm

Window Sizes

435

Standard Sizes 1257
12x12 100-435-001
12x24 100-435-002
24x24 100-435-003
24x36 100-435-004

View Through Filter
Material: Acrylic
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1-888-752-7370

p: 9562-405-6947

f: 952-405-6949

6311 Cambridge Street
Minneapolis, MN 55416

Call for volume pricing
and supplier discounts.
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Toll free: 1-888-752-7370
p: 952-405-6947
f: 952-405-6949

6311 Cambridge Street
Minneapolis, MN 55416

www.lasersafetyindustries.com
info@lasersafetyindustries.com
sales@lasersafetyindustries.com





