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laservision offers a wide selection 
of laser safety windows, ideal for 
safe viewing of lasers from outside 
the nominal hazard zone. Acrylic, 
polycarbonate and glass windows can 
be customized to different sizes based 
on your laser applications. Designed for 
all laser environments including doors, 
rooms, curtains and enclosures.

Laser Safety
Windows

P5D05	

P5G02	

P5K02	

P5K10	T5K02	

Color: 	 Clear
Material:	 Acrylic
VLT: 	 90%

Color: 	 Light Yellow
Material:	 Acrylic
VLT: 	 92%

Color: 	 Pink
Material:	 Acrylic
VLT: 	 30%

Color: 	 Green
Material:	 Acrylic
VLT: 	 10%

Color: 	 Clear
Material:	 Glass
VLT: 	 70%

OPTICAL DENSITY (OD)
OD 6+ @ 10600 nm 

THICKNESS
.125” and .250” (+/- .02”)  

SIZE
Maximum  24” x 36”  - Custom sizes available

OPTICAL DENSITY (OD)
OD 5+ @ 190 - 375 nm
OD 6+ @ 10600 nm  

THICKNESS
.125” and .250” (+/- .02”)  

SIZE
Maximum  24” x 36”  - Custom sizes available

OPTICAL DENSITY (OD)
OD 5+ @ 730 - 855 nm 
OD 7+ @ 750 - 840 nm 
OD 5+ @ 10600 nm 

THICKNESS
.125” (+/- .02”)  

SIZE
Maximum  24” x 36”  - Custom sizes available

OPTICAL DENSITY (OD)
OD 3+ @ 780 - 808 nm
OD 4+ @ 808 - 850 nm
OD 5+ @ 850 - 870 nm
OD 6+ @ 870 - 900 nm
OD 7+ @ 900 - 1070 nm
OD 6+ @ 1070 - 1100 nm
OD 5+ @ 1100 - 1400 nm
OD 4+ @ 1400 - 1750 nm

THICKNESS
.125” and .250” (+/- .02”)  

SIZE
Maximum  36” x 48”  - Custom sizes available - also in CE

OPTICAL DENSITY (OD)
OD 3+ @ 850 - 900 nm
OD 4+ @ 900 - 950 nm
OD 5+ @ 950 - 1000 nm
OD 7+ @ 1000 - 1600 nm
OD 5+ @ 1600 - 2400 nm
OD 5+ @ 2900 - 10600 nm 

THICKNESS
4.2 mm (+/- .02”)  

SIZE
Maximum  210 x 297 mm  - Custom sizes available

Window
P5P10
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P5N01	

P5P04	

P5P06	

P5P10	

P5P01	

P5P05	

P5P07	

P5P12	

Color: 	 Orange
Material:	 Acrylic
VLT: 	 38%

Color: 	 Light Blue
Material:	 Acrylic
VLT: 	 46%

Color: 	 Brown
Material:	 Acrylic
VLT: 	 6%

Color: 	 Blue
Material:	 Polycarbonate
VLT: 	 16%

Color: 	 Light Green
Material:	 Acrylic
VLT: 	 65%

Color: 	 Green
Material:	 Acrylic
VLT: 	 40%

Color: 	 Green
Material:	 Acrylic
VLT: 	 21%

Color: 	 Light Blue
Material:	 Polycarbonate
VLT: 	 20%

OPTICAL DENSITY (OD)
OD 5+ @ 190 - 375 nm 
OD 4+ @ 375 - 532 nm
OD 6+ @ 532 nm
OD 5+ @ 10600 nm 

THICKNESS
.125” and .250” (+/- .02”)  

SIZE
Maximum  36” x 48”  - Custom sizes available

OPTICAL DENSITY (OD)
OD 5+ @ 190 - 375 nm
OD 6+ @ 694 nm
OD 5+ @ 670 - 710 nm
OD 5+ @ 10600 nm 

THICKNESS
.125” (+/- .02”)  

SIZE
Maximum  24” x 36”  - Custom sizes available

OPTICAL DENSITY (OD)
OD 5+ @ 190 - 375 nm
OD 4+ @ 375 - 532 nm
OD 4+ @ 900 - 1070 nm
OD 5+ @ 1064 nm 
OD 5+ @ 10600 nm

THICKNESS
.125” (+/- .02”)  

SIZE
Maximum  24” x 36”  - Custom sizes available

OPTICAL DENSITY (OD)
OD 10+ @ 180 – 315 nm
OD 8+ @ >315 – 385 nm
OD 4+ @ >385 – 400 nm
OD 2+ @ 730 – <770 nm
OD 3+ @ 770 – <800 nm
OD 4+ @ 800 – <840 nm
OD 5+ @ 840 – <880 nm
OD 6+ @ 880 – <960 nm
OD 7+ @ 960 – <1030 nm

THICKNESS
.125” and .250” (+/- .02”)  

SIZE
Maximum  59” x 78”  - Custom sizes available - also in CE

OD 8+ @ 1030 – 2200 nm
OD 4+ @ >2200 – 3600 nm
OD 3+ @ >3600 – 4800 nm
OD 4+ @ >4800 – 11500 nm
OD 6+ @ 10600 nm

OD 4+ @ >2000 - 3600 nm
OD 3+ @ >3600 - 4800 nm
OD 4+ @ >4800 - 11500 nm  

OPTICAL DENSITY (OD)
OD 6+ @ 180 - 315 nm
OD 5+ @ 315 - 420 nm
OD 3+ @ 790 - <820 nm
OD 4+ @ 820 - <850 nm
OD 5+ @ 850 - <940 nm
OD 6+ @ 940 - 1065 nm
OD 4+ @ 1065 - 1080 nm
OD 3+ @ 2750 - 3000 nm

THICKNESS
.125” and .250” (+/- .02”)  

SIZE
Maximum  36” x 48”  - Custom sizes available - also in CE

OPTICAL DENSITY (OD)
OD 5+ @ 190 - 375 nm 
OD 6+ @ 900 - 950 nm
OD 7+ @ 950- 1085 nm
OD 5+ @ 10600 nm

THICKNESS
.125” and .250” (+/- .02”)  

SIZE
Maximum  36” x 48”  - Custom sizes available

OPTICAL DENSITY (OD)
OD 6+ @ 200 - 410 nm
OD 2+ @ 640 - 1106 nm
OD 4+ @ 680 - 1080 nm
OD 6+ @ 692 - 1064 nm 
OD 5+ @ 10600 nm

THICKNESS
.125” (+/- .02”)  

SIZE
Maximum  24” x 36”  - Custom sizes available

OPTICAL DENSITY (OD)
OD 10+ @ 180 - 315 nm
OD 8+ @ >315 - 385 nm
OD 3+ @ >385 - 400 nm
OD 2+ @ 740 - <800 nm
OD 3+ @ 800 - <830 nm
OD 4+ @ 830 - <890 nm
OD 5+ @ 890 - <940 nm
OD 6+ @ 940 - 1400 nm
OD 3+ @ >1400 - 2000 nm

THICKNESS
.125” and .250” (+/- .02”)  

SIZE
Maximum  59” x 78”  - Custom sizes available - also in CE



Follow us:

©2017-2018 Laservision USA, LP.  All Rights Reserved.

laservision USA, LP
595 Phalen Boulevard
Saint Paul, Minnesota  55130

T	 800-393-5565
P	 651-357-1800
F	 651-357-1830
E	 info@lasersafety.com
W	 lasersafety.com

ISO Certified

®

we protect your eyes

Laser Safety
Eyewear  •  Barriers  •  Windows  •  Training




